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SP-7533 , ;
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,

138C 

PC , ABS , PET , PMMA ,

,

,

, , ,

, PDA

Note: 3M ,

.

TEST METHOD

- ; –

35,000 cps Brookfield BH Type

6 , 20 , 25C

1.02

65 2.5% 105C  1hrs

( PH ) ~ 7 PH Meter

Note: 3M ,

.

180 Peel Strength ( Kg / 25mm , 25
0
C )

ABS / 0.1mm PET 1.3 SS / 0.1mm PET 2.9

H-PVC / 0.1mm PET 2.4 PC / 0.1mm PET 1.3

PMMA / 0.1mm PET 1.9
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:

1. 100mesh SP-7533 0.1mm PET film ,

35um

2. 70C 20

3. 50C 24hrs 

PET film , 2Kg 3 , , 305mm / 

min 

Heat Resistance 

/

0.1mm / 500g / 25mmx25mm 138C

0.1mm / 1Kg / 25mmx25mm 77C

100mesh SP-7533 0.1mm PET film , 70C 20

( 35um ) , 2Kg 3 , 50C 

24hrs , , 2C / 5mincs ,

Environmental Resistance 

180 Kgf / 25mm

50C , 24hrs 1.3

80C ,  1000hrs 2.5

60C , 95%RH , 1000hrs 1.5

40C , 1000hrs 1.4

100mesh SP-7533 0.1mm PET film , 70C 20

( 35um ) , ABS 2Kg 3 ,

, , 305mm / min 

Heat Resistance 

180 Peel
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( C ) ( Kg/ 25mm )

0.1mm / 90 1.0

60 ~150 ( polyester ) , 100 120 ,

150 ; SP-7533 ,

Acrylic or Diazos

, ( ) , , , .

35um~70um

50C 15 , 70C 5 , 110C 40 .
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3. , , ; ,

5%

4. ,

5. , 15psi

6. ,

7. – , 3M 

8. , ,
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5~35C ,

, ,

, ,;

3M

3M Taiwan Ltd. Co.

: 136 4

: (02) 2704-9011           ( )

: www.3M.com / adhesives


